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C303 Series DIN3352 F4 non rising stem resilient seated gate valve type B
(313 Series DIN3352 F5 non rising stem resilient seated gate valve type B
(€323 Series DIN3302 F4/F5 non rising stem resilient seated gate valve type C
(333 Series DIN3302 F4/F5 big size gate resilient seated valve type C
(343 Series DIN3302 F4/F5 big size gate resilient seated valve type C
C353 Series AS 2638.2 non rising stem resilient seated gate valve

C363 Series BS 5163 non rising stem resilient seated gate valve

C373 BS Big size resilient seated gate valve

C413 BS Rising stem resilient seated gate valve

C319 Socket ends non rising resilient seated gate valve

C383 AWWA/ANSI 250 Psi non rising stem resilient seated gate valve
C413 AWWA/ANSI 250 Psi non stem resilient seated gate valve
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RESILIENT SEATED GATE VALVE

¢ Normal Features:
¢ Ductile Iron Body &
Bonnet with high strength
and impact resistance.
¢ Rubber Encapsulated DI
wedge to ensure drop tight
sealing.
¢ Rubber bonnet gasket for
longevity and protection of
bonnet bolts.
¢ Stainless Steel Stem with
high strength and corrosion
resistance.
* Back sealing facility to
allow for replacement of
seals under full operating
pressure.
¢ Straight through full bore
to avoid debris traps.
¢ |solated fasteners for
corrosion protection.
¢ Wiper ring to prevent
impurities from entering the
stem sealing system.
¢ Anti friction thrust washer
for low operating torques.
Integral cast in foot for safe
and easy storage.
¢ Full diameter waterway
Hand wheel, square cap
operation.

& Application :
Resilient Seated Gate Valves are suitable for use in drinking water and
waste water, which can be installed under or above ground. Rising stem
gate valves are normally used in fire service application and socket end

resilient gate valves are normally used in PVC pipelines.
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Part Name

Body
Wedge

Wedge Nut

Stem

Bonnet Gasket
Bonnet

Yoke

O Ring Back Sealing
Thrust Washer

Stem Collar

O-Ring
O-Ring
Stuffing Nut
Gland Flange
Dust Guard
HandWheel
Stem Nut

®® 0 ®0 00O

Specification

Ductile Iron
Ductile Iron +EPDM
Ductile Iron +NBR
Brass

Bronze

Stainless Steel
Brass
EPDM/NBR
Ductile Iron
Ductile Iron
EPDM/NBR
PTFE /Nylon
Stainless Steel
Brass
EPDM/NBR
EPDM/NBR
Brass

Ductile Iron
EPDM/NBR
Ductile Iron

Brass

Material

GGG50(EN-GJS-500-7)
GGG50+EPDM
GGG50+NBR

COPPER ALLOY EN 12165
EN 1982 CC491K

X20 Cr13

CuZn39Pb3

GGG50(EN-GJS-500-7)
GGG50(EN-GJS-500-7)
EPDM/NBR
PTFE /Nylon

COPPER ALLOY EN 12165
GGG50(EN-GJS-500-7)

GGG50(EN-GJS-500-7)
COPPER ALLOY EN 12165

ASTM A536 65-45-12
ASTM A536+EDPM
ASTM A536+NBR
ASTM B16 C36000
ASTM B62 C83600
SS AISI 420

ASTM B16 C36000
ASTM D2000

ASTM A536 65-45-12
ASTM A536 65-45-12
EPDM/NBR

PTFE /Nylon

ASTM D2000

ASTM D2000

ASTM B16 C36000
ASTM A536 65-45-12
ASTM D2000

ASTM A536 65-45-12
ASTM B16 C36000
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Fig. C303

DIN3352 F4 Non-Rising Stem Resilient Seated Gate Valve Type B
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Features | o
e Replaceable O-ring n-d b

. — ==
e Low torque operation A_ L
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Rubb lated wed
¢ Rubber encapsulated wedge A MATERIAL SPECIFICATION

o Clockwise closing direction

. ltem Part Name Material ltem Part Name Material
e Fusion bonded epoxy coated
) : 1 | Body GGG50 5 |Bonnet Gasket EPDM/NBR
Inside and outside
o Product color: Blue RAL 5017 2 | Wedge GGG50+EPDM 6 |Bonnet GGG50
e Maximum temperature 80°C GGG50+NBR 7 |Back Sealing O Ring| EPDM/NBR
Wedge Nut Brass 10 |O-Ring EPDM/NBR
Tedhtel SpadiTeian Stem AISI 420 13 |Stuffing Nut Brass
e Design: DIN 3352
e Face to Face : DIN3202 F4 4 DIMENTIONS(mm)
e Flanges:EN 1092-2 PN16 w W.T(kg)
e Hydraulic test to ISO 5208 DN40 140 150 110 84 19 4-19 | 240 310 160 9
Seat Test Pressure: 17.6 bar DN50 150 165 | 125 99 19 419 | 250 | 320 | 160 11
Shell Test Pressure: 24 bar DN6O | 170 | 175 | 135 | 108 | 19 | 419 | 265 | 335 | 180 14

Olpretistilile) (o602 ot DN65 | 170 | 185 | 145 | 118 | 19 | 419 | 265 | 335 | 180 14

DN80 180 200 160 132 19 8-19 300 370 200 17
DN100 190 220 180 156 19 8-19 350 420 200 21

DN125 | 200 250 210 184 19 8-19 410 480 220 29
DN150 | 210 285 240 211 19 8-23 450 520 250 38
DN200 | 230 340 295 266 20 12-23 550 620 280 58
DN250 | 250 405 355 319 22 12-28 650 720 320 90
DN300 | 270 460 410 370 24.5 12-28 710 780 350 120

( \ F ' X Request for special characteristic is available.Hiwa reserves the right to modify dimensions, materials, or design on products without prior notice.

global

Optional Extras:

e Stem Cap

e Position Indicator
e Extension Spindle / T Key
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Fig. C313

DIN3352 F5 Non-Rising Stem Resilient Seated Gate Valve Type B "'>J
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e Replaceable O-ring
e Low torque operation
e Rubber encapsulated wedge

A MATERIAL SPECIFICATION
o Clockwise closing direction

ltem Part Name Material ltem  Part Name Material o R e Gord]
1 Body GGG50 5 |Bonnet Gasket EPDM/NBR Inside and outside
2 | Wedge GGG50+EPDM 6 |Bonnet GGG50 o Product color: Blue RAL 5017

GGG50+NBR 7 |Back Sealing O Ringl EPDM/NBR o Maximum temperature 80°C
3 Wedge Nut Brass 10 |[O-Ring EPDM/NBR
4 | stem AIS| 420 13 |Stuffing Nut Brass Technical Specification
o Design: DIN 3352
A DIMENTIONS(mm) e Face to Face : DIN3202 F5

Size L D DI D2 b nd H H W WTkg o Flanges:EN 1092-2 PN16

e Hydraulic test to ISO 5208
Seat Test Pressure: 17.6 bar
Shell Test Pressure: 24 bar
Operating torque test

DN40 240 150 110 84 19 4-19 240 310 160 10.5
DN50 250 165 125 99 19 4-19 250 320 160 12
DN60 270 175 135 108 19 4-19 265 335 180 15.5
DNG65 270 185 145 118 19 4-19 265 335 180 15.5
DN80 280 200 160 132 19 8-19 300 370 200 19.5
DN100 | 300 220 180 156 19 8-19 350 420 200 25.5

Optional Extras:

e Stem Cap
DN125 | 325 | 250 | 210 | 184 | 19 | 819 | 410 | 480 | 220 34 o Position Indicator
DN150 | 350 285 | 240 211 19 823 | 450 | 520 | 250 45 e Extension Spindle / T Key
DN200 | 400 340 295 266 20 12-23 | 550 620 280 69
DN250 450 405 355 319 22 12-28 650 720 320 106
DN300 | 500 460 | 410 370 | 245 | 12-28 | 710 780 350 148
K Request for special characteristic is available.Hiwa reserves the right to modify dimensions, materials, or design on products without prior notice. @ Fondon
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Fig. C323
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> DIN3202 F4/F5 Non-Rising Stem Resilient Seated Gate Valve Type C
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Features n-d b [ [
e Replaceable O-ring L
e Low torque operation
e Rubber encapsulated wedge
e Clockwise closing direction A MATERIAL SPECIFICATION
* Fu?'on bonded _epoxy coated Iltem Part Name Material Iltem Part Name Material
Inside and outside )
e Product color: Blue RAL 5017 1| Body GGG50 11 | O-Ring EPDM/NER
e Maximum temperature 80°C 2 | Wedge DI+EPDM/DI+NBR | 13 | Stuffing Nut Brass
3 | Wedge Nut Brass 14 | Gland Flange GGG50
Techr.ncal Specification 4 | Stem AISI 420 21 | Stuffing Bearing Brass
e Design: DIN 3352 ) . )
o Face to Face : DIN3202 FA/F5 10 | O-Ring EPDM/NBR 22 | Position indicator Stainless Steel
e Flanges:EN 1092-2 PN16
e Hydraulic test to ISO 5208 A DIMENTIONS(mm)
Seat Test Pressure: 17.6 bar o
Shell Test Pressure: 24 bar e D D D b d
Operating torque test A :
DN40 | 140 240 150 110 84 19 4-19 240 310 160 9 10.5
Clpiterel S DN50 | 150 | 250 | 165 | 125 | 99 | 19 | 419 | 250 | 320 | 160 | 11 | 12
e Stem Cap
i . DN65 | 170 270 | 185 145 118 19 4-19 | 265 | 335 180 14 15.5
e Position Indicator
« ISO Top Flange DN80 | 180 | 280 | 200 | 160 | 132 | 19 | 8-19 | 300 | 370 | 200 | 17 | 19.5
e Extension Spindle / T Key DN100 | 190 300 | 220 180 156 19 8-19 | 350 | 420 | 200 21 25.5
DN125| 200 325 | 250 210 184 19 8-19 410 480 220 29 34
Artwork on valve body: DN150| 210 | 350 | 285 | 240 | 211 | 19 | 8-23 | 450 | 520 | 250 | 38 | 45
DN200| 230 400 340 295 266 20 12-23 | 550 620 280 58 69
DN250 | 250 450 | 405 | 355 319 22 |12-28 | 650 | 720 | 320 90 106
DN300 | 270 500 | 460 410 370 | 245 | 12-28 | 710 780 350 120 148

K Request for special characteristic is available.Hiwa reserves the right to modify dimensions, materials, or design on products without prior notice.




Fig. C333

DIN3202 F4/F5 Big Size Gate Resilient Seated Valve Type C
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Features

e Replaceable O-ring

e Low torque operation

e Rubber encapsulated wedge

A MATERIAL SPECIFICATION e Clockwise closing direction
e Fusion bonded epoxy coated

ltem Part Name Material ltem Part Name Material ‘ , :
Inside and outside
1| Body GGGS50 11_| ORing EPDM/NER o Product color: Blue RAL 5017
2 | Wedge DI+EPDM/DI+NBR | 13 | Stuffing Nut Brass e Maximum temperature 80°C
3 | Wedge Nut Brass 14 | Gland Flange GGG50
Technical Specificati
4 | stem AISI 420 22 | Position indicator | Stainless Steel STl =S I
e Design: DIN 3352
10 O-Ring EPDM/NBR 23 Down Bushing Brass e Face to Face : DIN3202 F4/F5
e Flanges:EN 1092-2 PN16
A DIMENTIONS(mm) o Hydraulic test to ISO 5208
Seat Test Pressure: 17.6 bar
_ - - - . . J Shell Test Pressure: 24 bar

4 4

Operating torque test
DN350 | 290 | 550 | 520 | 470 | 429 | 26,5 |16-28 | 762 | 852 | 450 | 180 | 225
DN400 | 310 600 | 580 525 480 28 |16-31| 836 926 | 450 | 235 | 294
DN450 | 330 | 650 | 640 | 585 | 548 30 [20-31| 957 | 1047 | 640 | 345 | 431

Optional Extras:
e Stem Cap
e Position Indicator

DN500| 350 | 700 | 715 | 650 | 609 | 31.5 |20-34 | 1036 | 1126 | 640 | 415 | 519  ISO Top Flange
DN600 | 390 | 800 | 840 | 770 | 720 | 36 |20-37 | 1188 | 1278 | 640 | 575 | 719 e Extension Spindle / T Key
e Gear Box

X Request for special characteristic is available.Hiwa reserves the right to modify dimensions, materials, or design on products without prior notice.
e By-Pass Valve
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Fig. C343

Features

e Bolt Bonnet

e Low torque operation

e Rubber encapsulated wedge

o Clockwise closing direction

e Fusion bonded epoxy coated
Inside and outside

e Product color: Blue RAL 5017

o Maximum temperature 80°C

Technical Specification

e Design: DIN 3352

e Face to Face : DIN3202 F4/F5

e Flanges:EN 1092-2 PN16

o Hydraulic test to ISO 5208
Seat Test Pressure: 17.6 bar
Shell Test Pressure: 24 bar
Operating torque test

Optional Extras

e Stem Cap
e Extension Spindle / T Key

@ Fondon

global

www.fondonglobal.com

DIN3202 F4/F5 Non-Rising Stem Resilient Seated Gate Valve

A MATERIAL SPECIFICATION

Item Part Name Material Item Part Name WEICHE]
1 | Body GGG50 5 |Bonnet Gasket EPDM/NBR
2 |Wedge GGG50+EPDM 6 [Bonnet GGG50
GGG50+NBR 21 |Guide Bushing Nylon
3 | Wedge Nut Brass 22 |Circlip Stainless Steel
Stem AISI 420 11 |O-Ring EPDM/NBR
A DIMENTIONS(mm)

e D » D b d ’
DN40 140 240 150 110 88 17 4-18 | 285 350 140 9 10.4
DN50 150 250 165 125 102 18 4-18 | 295 335 140 | 10.5 11
DN65 170 270 185 145 122 18 4-18 | 328 368 140 12 14
DN80 180 280 | 200 160 138 18 8-18 | 350 400 | 200 16 19
DN100| 190 300 | 220 180 158 19 8-18 | 400 440 | 200 21 23
DN125| 200 325 | 250 210 188 19 8-18 | 428 488 | 240 | 255 30
DN150| 210 350 | 285 240 212 19 8-22 | 485 545 | 240 33 40
DN200| 230 400 | 340 295 268 22 12-22 | 560 630 | 295 52 62
DN250| 250 450 | 405 | 355 320 22 | 12-26 | 635 735 | 360 86 105
DN300| 270 500 | 460 410 378 26 12-26 | 700 830 360 118 160
DN350| 290 550 | 520 | 470 | 438 28 |16-26 | 970 955 | 460 165 | 320
DN400| 310 600 | 580 525 490 30 16-30 | 1020 1070| 460 225 | 420

09



AS 2638.2 Non-Rising Stem Resilient Seated Gate Valve
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A MATERIAL SPECIFICATION
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Item Part Name Material Item Part Name Material
1 | Body AS 1831 500-7 11 | O-Ring EPDM/NBR
2 | Wedge DI+EPDM/DI+NBR | 13 | Stuffing Nut Brass
3 | Wedge Nut Brass 14 | Gland Flange AS 1831 500-7
4 | Stem AISI 420 22 | Position indicator Stainless Steel
10 | O-Ring EPDM/NBR 23 | Down Bushing Brass

A DIMENTIONS(mm)

W W.T(kg)
DN40 | 165 | 150 98 78 19 | 414 | 240 | 310 | 180 | 103
DN50 | 178 | 165 | 114 90 19 | 418 | 250 | 320 | 180 | 115
DN65 | 190 | 185 | 127 | 103 | 19 | 418 | 265 | 335 | 180 15
DN8O | 203 | 200 | 146 | 122 | 19 | 418 | 300 | 370 | 200 | 185
DN100 | 229 | 220 | 178 | 154 | 19 | 818 | 350 | 420 | 200 24
DN125 | 254 | 250 | 210 | 186 | 19 | 818 | 410 | 480 | 250 32
DN150 | 267 | 285 | 235 | 208 | 19 | 822 | 450 | 520 | 280 | 341
DN200 | 292 | 340 | 292 | 263 | 20 | 822 | 550 | 620 | 320 63
DN250 | 330 | 405 | 356 | 328 | 22 | 1222 | 650 | 720 | 350 95
DN300 | 356 | 460 | 406 | 378 | 245 | 1226 | 710 | 780 | 380 | 135

K Request for special characteristic is available.Hiwa reserves the right to modify dimensions, materials, or design on products without prior notice.

Fig. C353

Features

e Replaceable O-ring

e Low torque operation

e Rubber encapsulated wedge

e Clockwise closing direction

e Fusion bonded epoxy coated
Inside and outside

e Product color: Blue RAL 5017

o Maximum temperature 80°C

Technical Specification

e Design: AS 2638.2

e Face to Face : AS 2638.2

e Flanges:AS 2129 Table E

e Hydraulic test to ISO 5208
Seat Test Pressure: 17.6 bar
Shell Test Pressure: 24 bar
Operating torque test

Optional Extras

e Stem Cap

e Position Indicator

e ISO Top Flange

e Extension Spindle / T Key
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Fig. C363

Features

e Replaceable O-ring

e Low torque operation

e Rubber encapsulated wedge

e Clockwise closing direction

e Fusion bonded epoxy coated
Inside and outside

e Product color: Blue RAL 5017

o Maximum temperature 80°C

Technical Specification

e Design: BS 5163

e Face to Face : BS 5163

e Flanges:EN 1092-2 PN16

e Hydraulic test to ISO 5208
Seat Test Pressure: 17.6 bar
Shell Test Pressure: 24 bar
Operating torque test

Op tional Extras:

e Stem Cap

e Position Indicator

e ISO Top Flange

e Extension Spindle / T Key

@ Fondon
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BS 5163 Non-Rising Stem Resilient Seated Gate Valve

A MATERIAL SPECIFICATION

Item Part Name Material Item Part Name Material
1 | Body EN-GJS-500-7 11 | O-Ring EPDM/NBR
2 | Wedge DI+EPDM/NBR 13 | Stuffing Nut Brass
3 | Wedge Nut Brass 14 | Gland Flange EN-GJS-500-7
4 | Stem AIS| 420 22 | Position indicator | Stainless Steel
10 | O-Ring EPDM/NBR 23 | Down Bushing Brass

A DIMENTIONS(mm)

Size L D D1 D2 b n-d H H1 W W.T(kg)

DN40 165 150 110 88 19 4-19 240 310 180 10.3
DN50 178 165 125 99 19 4-19 250 320 180 11.5
DN65 190 185 145 118 19 4-19 265 335 180 15
DN80 203 200 160 132 19 8-19 300 370 200 18.5
DN100 229 220 180 156 19 8-19 350 420 200 24
DN125 254 250 210 184 19 8-19 410 480 250 32
DN150 267 285 240 211 19 8-23 450 520 280 341
DN200 292 340 295 266 20 12-23 550 620 320 63
DN250 330 405 355 319 22 12-28 650 720 350 95
DN300 356 460 410 370 245 12-28 | 710 780 380 135

=

Request for special characteristic is available.Hiwa reserves the right to modify dimensions, materials, or design on products without prior notice.



Fig. C373

BS Big Size Resilient Seated Gate Valve
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Features

e Replaceable O-ring

e Low torque operation

e Rubber encapsulated wedge
A MATERIAL SPECIFICATION o Clockwise closing direction

e Fusion bonded epoxy coated

Iltem Part Name Material Iltem Part Name Material i .
Inside and outside
Body EN-GJS-500-7 11 |O-Ring EPDM/NBR o Product color: Blue RAL 5017
2 Wedge DI+EPDM/DI+NBR | 13 | Stuffing Nut Brass e Maximum temperature 80°C
3 | Wedge Nut Brass 14 |Gland Flange EN-GJS-500-7
4 | stem AISI 420 22 | Position indicator | Stainless Steel Vg e SpEdifizten
e Design: BS 5163
10 | O-Ring EPDM/NBR 23 | Down Bushing Brass o Face to Face : BS 5163
e Flanges:EN 1092-2 PN16
A DIMENTIONS(mm) o Hydraulic test to ISO 5208
Size L D D1 D2 b ned H HA W W.T(ka) Seat Test Pressure: 17.6 bar

Shell Test Pressure: 24 bar

DN350 381 520 470 431 26.5 16-28 762 852 450 216 Operating torque test

DN400 | 406 | 580 | 525 | 482 | 28 | 1631 | 836 | 926 | 450 | 282
DN450 | 432 | 640 | 585 | 550 | 30 | 20-31 | 957 | 1047 | 640 | 414 Optional Extras:
DN500 | 457 | 715 | 650 | 611 | 315 | 20-34 | 1036 | 1126 | 640 | 498 OShim) G2

e Position Indicator
DN600 508 840 770 722 36 20-37 | 1188 | 1278 640 690 e ISO Top Flange

e Extension Spindle / T Key
e Gear Box
e By-Pass Valve

=

Request for special characteristic is available.Hiwa reserves the right to modify dimensions, materials, or design on products without prior notice.
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Fig. C413

BS Rising Stem Resilient Seated Gate Valve
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Features O _% A
. n-d
e OutSide stem and yoke ( OS&Y ) KB| L b

e Bolt bonnet
e Low torque operation

e Rubber Encapsulated Wedge 4 MATERIAL SPECIFICATION

o Clockwise closing direction ltem Part Name Material ltem Part Name Material
e Fusion bonded epoxy coated 1 | Body EN-GJS-500-7 6 | Bonnet EN-GJS-500-7
Inside and outside 2 | Wedge DI+EPDM 6a | Yoke EN-GJS-500-7
P t color: Blue RAL 5017
* Product color: Blue RAL 50 DI+NBR 14 | Gland Flange EN-GJS-500-7
o Maximum temperature 80°C
4 | Stem AISI 420 17 | Stem Nut Brass

Bonnet Gasket EPDM/ NBR

Technical Speci ficatio n
e Design: BS 5163

e Face to Face : BS 5163
e Flanges:EN 1092-2 PN16

A DIMENTIONS(mm)

n-d H(open) W W.T(KG)

« Hydraulic test to SO 5208 DN40 | 165 150 110 84 19 419 | 365 180 10.3
ey T Flremses 75 DN50 | 178 165 125 99 19 419 | 385 180 115
Shell Test Pressure: 24 bar DN65 | 190 185 145 118 19 419 | 415 180 15
Operating torque test DN80 | 203 200 160 132 19 8-19 | 518 200 18.5

DN100 | 229 220 180 156 19 8-19 | 570 200 24
DN125 | 254 250 | 210 184 19 8-19 | 745 250 32
DN150 | 267 285 | 240 211 19 8-23 | 790 280 341
DN200 | 292 340 | 295 266 20 | 1223 | 990 320 63
DN250 | 330 405 | 355 319 22 | 1228 | 1175 | 350 95
DN300 | 356 460 | 410 370 | 245 | 1228 | 1390 | 380 135

=

Request for special characteristic is available.Hiwa reserves the right to modify dimensions, materials, or design on products without prior notice.
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Fig. (319

Socket Ends Non-rising Resilient Seated Gate Valve
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L1 Features
L e Bolt Bonnet
e Replaceable O-ring
e Low torque operation
A MATERIAL SPECIFICATION e Rubber encapsulated wedge
ltem  Part Name Material ltem  Part Name Material ® Clockwise closing direction
IPS PVC Push-
1 | Body GGG50 6 |Bonnet GGG50 °me ush-on _
: : e Fusion bonded epoxy coated Inside
2 | Wedge DI+EPDM/NBR 7 |Back Sealing O Ring| EPDM/NBR e
3 | Wedge Nut Brass 13 | Stuffing Nut Brass e Product color: Blue RAL 5017
4 | Stem AISI 420 15 |Gland Flange GGG50 e Maximum temperature 80°C
10 | O-Ring EPDM/ NBR
Technical S pecificatio n
DIMENTIONS e Design: DIN 3352/SABS 664
A
(mm) o Face to Face : DIN3202 F5
_ PIPE DIA 9 SABS 664
O AR AB e Hydraulic test to ISO 5208
DN50 | 63 250 335 77 300 340 180 | 7.15 95 Szl e Flieslie: 1728 Ley
Shell Test Pressure: 24 bar
DN65 75 270 335 80 310 350 180 8.25 10.5 .
Operating torque test
DN80 90 280 335 84 350 390 200 12.65 15
DN100 110 300 355 88 380 420 220 18.7 21 Optional Extras:
DN125| 125 325 375 91 420 460 220 23.1 27.5 e Stem Cap
DN125| 140 325 375 91 420 460 220 | 242 28 0 Peslian [Felser
e Extension Spindle / T Key
DN150 160 350 405 94 470 510 250 33 38
DN200 200 400 450 100 590 630 280 451 50
DN200 225 400 450 100 590 630 280 47.3 55
DN250 250 450 450 125 680 720 320 67.1 67.1
DN300| 315 500 500 140 790 830 360 92.4 92.4 @ FD n dD n

global
K Request for special characteristic is available.Hiwa reserves the right to modify dimensions, materials, or design on products without prior notice.
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Fig. C383

AWWA/ANSI 250Psi Non-Rising Stem Resilient Seated Gate Valve
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Features
e Replaceable O-ring
o Low torque operation A MATERIAL SPECIFICATION
* Rubber encapsulated wedge Item Part Name Material Item  Part Name Material
Clockwi losing directi T D P T
o Es e 1 | Body ASTM A536 65-45-12| 13 |Stuffing Nut ASTM B16 C36000
e Fusion bonded epoxy coated
’ . 2 Wedge DI+EPDM/NBR 14 |Gland Flange ASTM A536 65-45-12
Inside and outside
e Product color: Blue RAL 5017 3 Wedge Nut ASTM B16 C36000 15 Dust Guard EPDM/NBR
o Maximum temperature 80°C 4 | Stem AISI 420 21 |Stuffing Bearing ASTM B16 C36000
10 | O-Ring EPDM/NBR 22 |Position indicator  |Stainless Steel

Technical S pecification
e Design: AWWA C515/ C509 A DIMENTIONS(mm)
e Face to Face : ANSI B 16.10

« Flanges: ASME B 16.42 Size L D D1 b n-d H H1 w W.T(kg )
« Hydraulic test to AWWA C509 112" | 165 127 985 | 142 | 4-16 | 250 320 | 180 13
Seat Test Pressure: 250 Psi 2" 178 152 120.7 15.8 4-19 255 325 180 14
Shell Test Pressure: 500 Psi 21/2" 191 178 139.7 175 4-19 280 350 180 16
Operating torque test 3" 203 191 152.4 | 19.0 4-19 300 370 200 23
4" 229 229 190.5 23.9 8-19 344 414 230 28
Optional Extras:
5" 254 254 215.9 23.9 8-22 410 480 250 37
e Stem Cap
o Basiiien Insfes(ar 6 267 279 241.3 25.4 8-22 441 511 280 52
« 1SO Top Flange 8" 292 343 | 2985 | 285 822 | 529 599 320 77
e Extension Spindle / T Key 10" 330 406 362 30.2 12-25 614 684 360 127
12" 356 483 431.8 31.8 12-25 700 770 500 176
14" 381 533 476.3 35.0 12-29 880 950 500 322
16" 406 597 539.8 36.6 16-29 990 1060 500 432
( N\ 18" 432 635 577.9 39.6 16-32 1120 1200 500 542
g F Dn dgloub’a-/, 20" 457 699 635 42.9 20-32 1220 1300 500 695
24" 508 813 749.3 47.8 20-35 1370 1470 500 845
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Fig. C413

AWWA/ANSI 250Psi Rising Stem Resilient Seated Gate Valve
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Features
L e OutSide stem and yoke ( OS&Y )
e Bolt bonnet

A MATERIAL SPECIFICATION e Low torque operation

liem Part Name Material ltem Part Name Material o Rubber encapsulated wedge
1 | Body ASTM A536 65-45-12| 6 Bonnet ASTM A536 65-45-12 o Clockwise closing direction
2 | Wedge DI+EPDM 6a Yoke ASTM A536 65-45-12 e Fusion bonded epoxy coated
DI+NBR 14 |  Gland Flange |ASTM A536 65-45-12 LEEDEnICI L

e Product color: Blue RAL 5017

Stem AISI 420 17 Stem Nut Brass o i TR GRS

Bonnet Gasket EPDM/ NBR

Technical Specification
o Design: AWWA C515/ C509
e Face to Face : ANSI B 16.10

A DIMENTIONS(mm)

n-d H(open) w W.T(kg )

112" | 165 150 98.5 73 19 416 | 365 180 16 o Flanges: ASME B 16.42
2" 178 165 | 1207 | 92 19 419 | 385 180 18 o Hydraulic test to AWWA C509
21/2" | 191 185 139.7 105 19 4-19 415 180 21 Seat Test Pressure: 250 Psi
3 | 203 | 200 | 1524 | 127 19 419 | 518 205 30 Shell Test Pressure: 500 Psi
4 | 229 | 2209 | 1905 | 157 19 819 | 570 | 240 35 Operating torque test
5° | 254 | 250 | 2159 | 186 19 822 | 745 240 48
6 | 267 | 285 | 2413 | 216 19 822 | 790 280 60
g | 202 340 | 2985 | 270 20 822 | 990 320 85
10" | 330 405 362 324 22 | 1225 | 1175 | 360 139
12* | 356 | 483 | 4318 | 381 245 | 1225 | 1390 | 450 194

M Request for special characteristic is available.Hiwa reserves the right to modify dimensions, materials, or design on products without prior notice.
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PRODUCTOS Y SOLUCIONES PRODUCTS AND SOLUTIONS
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Disefo Fabricacién Representacion Comercializacion
Design Manufacturing Representation Marketing

Fondon Redes y Fluidos, S.L.

Oficina Principal

email: fondon@fondon.org | Skype: FRF-comercial_esp
tel.: +34 985310351 | fax: +34 985312309

Avenida Verifa, 5 | 33211 Gijén | Asturias (Espafa)

Oficina de representacion en Cuba Oficina secundaria de representacién en Cuba

email: fondon@fondon.co.cu email: fondonmoa@fondon.co.cu

tel.: (537) 2042384 | 2042627 tel.: (5324) 606909 | 606908

C/ 44 n°309 e /3ray 5ta | Miramar | LaHabana | Cuba Almacenes Universales C/1ra, s/n, Reparto
Armando Mestre | Moa | Holguin | Cuba
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