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Product Number: IPO104 OB M E ][] (specify your requirement)
Model  Motion Type Acting Type Explosion Proof LimeaTLever TypeR_|otary %;‘en‘zctm" Communication+  Option Fail Option
IPO104 Linear Single  [n] Non-Explosion 10~40mm  [1]mex34L I PT  [0] NONE [0]NONE Fail Freeze
IPO104 [R]Rotary  [D]Double [i] ExiallcT5T6 [2] 20~7omm  [2]MexesL [EBINPT  [2]+HART [1]+PTM Fail Safe
[3] 50~100mm  [8]M8x34L [3] +Foundation + L/S(Mechanical Type)
100~150mm [&] M8 x 63L Fieldbus + LIS(Proximity Type)

+ PTM+L/S(Mechanical Type)

NAMUR
+ PTM+L/S(Proximity Type)

*YT-2550 is available for NPT connection type ONLY.
*FF is available for only non-explosion model and cannot have PTM option.

s2) BREE® O & T

YT-2500 ltem - Type YT-2500 YT-2550
j’ e Input Signal 4~20mA DC
T Supply Pressure 0.14~0.7MPa(1.4~7 bar)
i
Impedance Max.500Q @ 20mADC
Air Connection PT(NPT)1/4 NPT 1/4
Gauge Connection PT(NPT)1/8 NPT 1/8

YT-2500R

L

1138

YT-2550R

12.30_

et 25p e/

Conduit PF1/2 (G1/2)
Ambient | Operating Temp. | -30°C ~80°C(-22~176°F)
Temp. |Explosion Temp. | -40~60°C(T5) / -40~40°C(T6)
Linearity +0.5% F.S.
Hysteresis +0.5% F.S.
Sensitivity +0.2%F.S.
Repeatability +0.3% FS.

Air Fail Freeze 0.01LPM (sup=014MPa)
Consumption| Fil Safe 6 LPM (sup=014MPa)
Flow Capacity 60 LPM (sup=014MPa)

Output Characteristics

Linear, EQ%, Quick Open
user set (16 Point)

: Aluminum Stainless steel
Material Diecasting 316
Enclosure IP66
Explosion Proof Type ExiallCT5/T6
Weight 1.5kg (3.31b) | 2.9kg (6.4Ib)

YT-2500 Smart Valve Positioner accurately controls valve stroke, according to input signal of 4-20mA being delivered from controller.

o Fail freeze function
® Auto calibration
o LCD display
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® Near zero air consumption level
¢ PD control
o Feedback signal

o Limit switches

® HART communication
® 4 buttons for local control
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Product Number: IPO105 IO M B[] [ (specify your requirement)
Model _II\!IyoptLon #;,:;'eng Explosion Proof Liné;*l.ever Type a‘ary ?ﬁ;‘: ection Communication  Option Ambient Temp
IPO105 [L] Linear Single  [n] Non-Explosion  [0] 10~40mm  [1]M6x34L [ PT [0] NONE [0] NONE [§] -30c~ 857
IPO105 [R] Rotary  [D] Double [[i] ExiallC T5/T6 20~100mm 3 p6 x 63L @NeT  [21+HART  [1]+PTM [E] 40~ 85¢C
90~150mm f

% 5 30 3] M8 x34L + L/S (Mechanical Type)

16-60mm  L4IMBx63L + L/S(PrOX|m|tyTypel)

18] 16~100mm 5] NAMUR + PTM+L/S(Mechanical Type)

- + PTM+L/S (Proximity Type)
[6] 90~150mm
*Lever 3~6 is adapter type. *YT- is available for NPT connection type ONLY.

3350

YT-3300R

YT-3300R+L/S YT-3350R

6-M8*1.25P TAP
Adapter Type Lever

66 EE 6 &

ltem - Type YT-3300  YT-3350
Input Signal 4~20mA DC
Supply Pressure 0.14~0.7MPa(1.4~7 bar)
i ———
Impedance Max.500Q @ 20mADC
Air Connection PT(NPT)1/4 NPT 1/4
Gauge Connection PT(NPT)1/8 NPT1/8
Conduit PF1/2 (G1/2)

Standard Type.

-30°C ~85°C(-22~185"F)

Ambient | Low Temp Type.

-40°C~85°C (-40~185°F)

Temp. | Explosion Temp. | -40~60°C(T5) / -40~40°C(T6)
LCD Operating Temp,| -30°C ~ 857 (-22~185°F)
Linearity +0.5% F.S.
Hysteresis +0.5% F.S.
Sensitivity +0.2% F.S.
Repeatability +0.3% F.S.

Air Consumption Below 2LPM (sup=014MPa)
Flow Capacity 70LPM (sup=014MPa)
Output Characteristics Li"iasf’eligzt’ %ic#oggen
Material é:g(rggtlll% Stain;stss Steel
Enclosure IP66

Explosion Proof Type Exia llC T5/T6
Weight 2kg(4.4lb) | 5.1kg(11.2lb)

YT-3300 Smart Valve Positioner accurately controls valve stroke, according to input signal of 4-20mA being delivered from controller.

o Auto/Manual switch
¢ PID control
o Limit switches

¢ Auto calibration
e LCD display
e Feedback signal
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® HART communication
® 4 buttons for local control
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